BRAKE FLARE RUBRIC
Name: ____________________________________________

	Criteria
	Level 1

(50-59%)
	Level 2

(60-69%)
	Level 3

(70-79%)
	Level 4

(80-100%)

	Application
Length of Brake Line

Out of 5
	Brake Line length is 

+/- ½” from 6,3/8”

2.5/5
	Brake Line length is 

+/- ¼” from 6,3/8”
3/5
	Brake Line length is +/- 1/8” from 6,3/8”

3.5/5
	Brake Line length is 6,3/8”

+/- 1/16”

4-5/5

	Application
ISO Brake Line Flare Application
Out of 10
	Brake flare is not formed on  all sides of brake line
5/10
	Brake flare is somewhat formed on  all sides of brake line
6/10
	Brake flare is  formed on  all sides of brake line with some inconsistency
7/10
	Brake flare is well uniformed on  all sides of brake line
8-10/10

	Application
Brake Line Double Flare Application

Out of 10
	Brake flare is not formed on  all sides of brake line

5/10
	Brake flare is somewhat formed on  all sides of brake line

6/10
	Brake flare is  formed on  all sides of brake line with some inconsistency

7/10
	Brake flare is well uniformed on  all sides of brake line

8-10/10

	Application

Uses tools and equipment correctly

Out of 5
	Selects and uses some hand tools and cares for them appropriately

2.5/5
	Selects and uses most hand tools correctly and cares for them appropriately

2.5/5
	Selects and uses all tools correctly and cares for them appropriately

3.5/5
	Selects and uses all tools correctly and cares for them appropriately and advises group members on correct tool usage

4-5/5

	Application

Tube bends
	Tube has a bend with a kink.

Bend is not 90 degrees and is not centered

2.5 / 5
	Bend shows some signs of kinking.

Bend is close to 90 degrees but is not centered.

3/5
	Bend shows no signs of kinking.

Bend is 90 degrees but is not centered

4/5
	Bend is centered at 90 degrees with no signs of kinking

5/5


/35
